
Slide Activated Timers

	 Adjustable Time Settings

Features

Accumulates time 
with each coin  
slide push

Use with: 
General Electric 
IDC 
Inglis 
Maytag 
Sears 
SpeedQueen 
Whirlpool

 

a division of The Eastern Company

5000P  
Slide Activated  
Timer

Greenwald Industries’ 5000 Slide Activated Timers  
provide easy to increase or decrease time settings.  
When ordering, please specify:

• Timing
• Voltage

Full 1-year warranty. Made in the USA.

5900P Square  
Face Timer

Series 5000P Slide Activated 
Dryer Timer

Voltage 110/220V AC  50/60Hz

Average Power Consumption 3 watts

Net Weight .9 lbs

Warranty 1 Year



GREENWALD INDUSTRIES 
212 Middlesex Avenue  l  Chester, CT 06412 USA  l  Tel: (860) 526-0800  l  Fax: (860) 526-4205
Toll-Free Tel: 1-800-221-0982  l  Toll-Free Fax: 1-800-445-1340
www.greenwaldindustries.com 

United States & Canada Customer Service & Technical Assistance: 
Monday–Friday, 8am to 5pm EST.

Contents, specifications and availability are subject to revisions serving the technical improvement.  
Not responsible for any typographical errors.S
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a division of The Eastern Company

Timing Motor 1/10 1/15 1/20 1/30 1/60 1/120 1/180

# of Pins on 
CAMs

Coin Start 
CAM

Timing in Minutes

1 — 10 15 20 30 60 120 180

2 20 30 40 60 120 240 360

3 30 45 60 90 180 360 540

4 40 60 80 120 240 480 720

2 — 5 7.5 10 15 30 60 90

2 10 15 20 30 60 120 180

3 15 22.5 30 45 90 180 270

4 20 30 40 30 120 240 360

3 — 3.3 5 6.33 10 20 40 60

2 6.66 10 13.3 20 40 80 120

3 10 15 20 30 60 120 180

4 13.3 20 26.6 40 80 160 240

4 — 2.5 3.75 5 7.5 15 30 45

2 5 7.5 10 15 30 60 90

3 7.5 11.25 15 22.5 45 90 135

4 10 15 20 30 60 120 180

5 — 2 3 4 6 12 24 36

2 4 6 8 12 24 48 72

3 6 9 12 18 36 72 108

4 8 12 16 24 48 96 144

6 — 1.66 2.5 3.3 5 10 20 30

2 3.3 5 6.6 10 20 40 60

3 5 7.5 10 15 30 60 90

4 6.66 10 13.3 20 40 80 120

7 — 1.375 2.125 2.875 4.25 8.625 17.125 25.75

2 2.875 4.25 5.75 8.25 17.125 34.25 51.375

3 4.25 6.375 8.625 12.875 25.75 51.375 77.125

4 5.75 8.625 11.375 17.125 34.5 68.625 102.875

8 — 1.25 1.875 2.5 3.75 7.5 15 22.5

2 2.5 3.75 5 7.5 15 30 45

3 3.75 5.625 7.5 11.25 22.5 45 67.5

4 5 7.5 10 15 30 60 90

9 — 1.125 1.66 2.25 3.3 6.66 13.3 20

2 2.25 3.3 4.25 6.6 13.3 26.66 40

3 3.3 5 6.66 10 20 40 60

4 4.4 6.66 9 13.3 26.66 53.3 80

10 — 1 1.5 2 3 6 12 18

2 2 3 4 6 12 24 36

3 3 4.5 6 9 18 36 54

4 4 6 8 12 24 48 72

12 — .83 1.25 1.66 2.5 5 10 15

2 1.66 2.5 3.3 5 10 20 30

3 2.5 3.75 5 7.5 15 30 45

4 3.3 5 6.66 10 20 40 60

Timing Selection Chart
Voltage: 110V AC, 220V AC; 24V AC shown highlighted.


